Modelling of a hysteresis motor using the Jiles-Atherton model by BENABOU, Abdelkader et al.
Science Arts & Métiers (SAM)
is an open access repository that collects the work of Arts et Métiers ParisTech
researchers and makes it freely available over the web where possible.
This is an author-deposited version published in: http://sam.ensam.eu
Handle ID: .http://hdl.handle.net/10985/10139
To cite this version :
Abdelkader BENABOU, Stéphane CLENET, Lounas BOUAZIZ - Modelling of a hysteresis motor
using the Jiles-Atherton model - European Physical Journal - Applied Physics - Vol. 29, n°3,
p.259-265 - 2015
Any correspondence concerning this service should be sent to the repository
Administrator : archiveouverte@ensam.eu
EPJ manuscript No.
(will be inserted by the editor)
Modelling of a hysteresis motor using the Jiles-Atherton model
Abdelkader Benabou1, Lounas Bouaziz2 and Ste´phane Cle´net3a
1 L2EP, Baˆtiment P2, USTL, 59655 Villeneuve d’Ascq, France
2 Socie´te´ PRECILEC, 41-47 rue Guynemer BP 239, 89002 Auxerre Cedex, France
3 L2EP, ENSAM, 8 Boulevard Louis XIV, 59046 Lille, France
Received: date / Revised version: date
Abstract. In this paper, we present a model of a hysteresis motor based on Maxwell’s equations coupled
with the Jiles-Atherton (J-A) hysteresis model solved by the finite element method. The aim of this work
is to validate such a model by comparison with the experimental results (electromagnetic torque, voltage,
current). We also present an analysis of this motor when imposing current or voltage in the 2D vector
potential formulation.
PACS. 75.60.-d Hysteresis motor, Jiles-Atherton model
1 Introduction
The modelling of the hysteresis phenomenon in electro-
magnetic devices is widely studied in electrical engineer-
ing, especially to take the iron losses into account. Sev-
eral models have been proposed in the literature, for in-
stance Preisach based models [1,2]. Another model based
on a physical approach of the hysteresis phenomenon, the
Jiles-Atherton model [3], is also often used. Previous works
have shown that both kinds of model can be implemented
in finite element analysis [4]. They can be used to pre-
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dict accurately the iron losses and could be very useful
to design electrical machines. These models are also in-
teresting to model phenomena either like the inrush cur-
rent in a transformer, due to existing remanent field in
the iron core, or like electromechanical conversion based
on ferromagnetic hysteresis. The hysteresis motor presents
some interesting operating characteristics such as constant
speed at steady state and high starting torque. Then, the
hysteresis motor, connected to a fixed frequency supply
network, is well adapted for constant speed applications
requiring many startups. The design of this type of ma-
chine is quite difficult because of the complexity of the
2 Please give a shorter version with: \authorrunning and \titlerunning prior to \maketitle
hysteresis phenomenon. Many models based on magnetic
equivalent networks have been proposed in the seventies
[5,6], but they are not necessarily well adapted for the de-
sign. Recently, Finite Element Models taking into account
hysteresis have been used to study hysteresis motors. Some
are based on a post-processing calculation using a scalar
hysteresis model [7] and others the vectorized Preisach
model [8]. In this paper, we present a hysteresis motor
model using a finite element analysis coupled with exter-
nal circuit equations and using a simple hysteresis model
requiring few informations about the material.
In the first section, the studied machine is presented.
Then, the numerical model, and in particular the cou-
pling with external circuit, are detailed. We use the J-A
model for the hysteretic material. This model is simple to
be implemented in a finite element code and is less time-
consuming than other models like the Preisach model [9].
It also requires few data for the parameter identification.
In a second step, the model is validated by a compari-
son with measurements (torque and current). Finally, the
mathematical model is used to predict and discuss the
behavior of the hysteresis motor.
2 Presentation of the system
In this section we present the studied system from the
geometrical, material and electrical points of view. The
studied hysteresis motor is composed of two main parts
(Figure 1): the stator and the rotor. Its rotating speed is
22500 rpm. The 3-phase stator winding has 8 poles dis-
tributed in a total of 24 slots, which are totally closed. It
Fig. 1. Hysteresis motor geometrical structure
Fig. 2. Studied motor
enables to have a smooth airgap to avoid high torque rip-
ples. The number of turns of each coil is equal to 73 and
the winding is supplied by a 3-phase voltage of 19V with
a frequency of 1500 Hz. The yoke of the stator is made of
FeNi laminations in order to reduce iron losses as the nom-
inal operating point is at 1500 Hz. In fact, this material
is better adapted for high speed machines than classical
FeSi sheets. The rotor is made up of thin magnetic rings
of semi-hard material (Magnetoflex 35) and the stack is
surrounding a yoke made of a non-magnetic material. The
airgap is very thin compared to the outer diameter of the
machine (ratio about 1/1000). The picture of the motor
is given in Figure 2.
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3 Presentation of the models
The numerical model of the motor has to be as simple
as possible, so do for the model of material. For the FeNi
laminations of the stator, we assume that:
- the eddy currents and hysteresis effects are negligible
- the material is isotropic
The hysteresis loop of the FeNi material is thinner than
the characteristic loop of the Magnetoflex. Consequently,
the hysteresis effect of FeNi does not influence much the
process of the electromechanical conversion.
So, to describe the magnetic behavior of FeNi sheets,
we used a single-valued function H = H(B) given by:
H =
B
µ0
[
B2α
B2α + τ
(c− ²) + ²
]
(1)
with parameters (α, τ , c and ²) which can be obtained
from experimental measurements. In Figure 3, we give the
experimental and calculated anhysteretic curves. The cal-
culated parameters are:
α= 7.3
τ= 280 278 000 U.S.I
²= 1.32×10−4
c= 1025
However, to model the electromechanical conversion in
that kind of machine, it is necessary to take into account
the hysteresis effect. In order to choose the adapted hys-
teresis model, it is necessary to know the material consti-
tuting the rotor. The Magnetoflex 35 is little anisotropic
and has preferred permanent magnetic properties in the
rolling direction. In the transverse direction, the value of
Fig. 3. Anhysteretic curve for the stator
Table 1. Physical properties of Magnetoflex 35
Density 8.1 g/cm3
Electrical resistivity 0.7× 10−6Ω.m
Curie temperature 700 ◦C
Remanence 0.8 - 0.95 T
Coercivity 24 - 30 KA/m
the remanent flux density is 10 to 30% lower. In Table
1, more manufacturer characteristics of the material are
given.
To limit the effects of anisotropy, the laminations of
the Magnetoflex 35 have been shifted with respect to each
other. In this configuration, the lamination stack is as-
sumed to behave like an isotropic medium. It must also
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be noticed that the lamination thickness is small and the
hysteresis loop is quite large (the coercive field is 24 to 30
KA/m). Consequently, the eddy current effect does not
modify much the shape of the loop. However, for a mo-
tor with a greater thickness of the hysteresis ring, the flux
lines are not circumferential and rotational hysteresis oc-
curs in the ring, which increases the iron losses and influ-
ences the torque evolution, as already presented in refer-
ence [8]. In this case, a vector hysteresis model is needed.
In our case, the ring is thin, so the flux lines are mainly
circumferential. Then, the directions of B and H are only
slightly modified and can be considered parallel. Only a
relationship linking the modular of B and H is needed.
Numerous models for representing the hysteresis phe-
nomenon exist. As it was previously said, the Jiles-Atherton
and Preisach based models are the most widely used. From
all the above assumptions, we can use an isotropic scalar
model to represent the hysteresis effect in the ring. The
static Jiles-Atherton model, which is more simple to im-
plement and faster in terms of time calculation [9], has
been chosen for this study. In the following, we use a scalar
notation for the magnetic field and the magnetic flux den-
sity.
The model requires the definition of the anhysteretic
curve of the material, which links the magnetic field H
to the magnetization Man. It corresponds to the constitu-
tive law of the material when no losses (i.e. no hysteresis)
are considered. This curve Man(H) can be described by a
modified Langevin equation:
Man(H) =Msat
[
coth
(
He
a
)
−
(
a
He
)]
(2)
where He = H + αM is the effective field experienced
by the domains, H is the external applied field, a and α
are two parameters. Considering the two contributions in
the magnetization process, irreversibleMirr and reversible
Mrev magnetization, we write:
dMirr
dHe
=
(Man −Mirr)
kδ
(3)
Mrev = c(Man −Mirr) (4)
where k is a parameter linked to the hysteresis losses
and c the reversibility coefficient that belongs to the in-
terval [0, 1]. The parameter δ takes the value +1 when
dH
dt > 0 and −1 when dHdt < 0. Assuming that the total
magnetization is the sum of the reversible and irreversible
components, we have the following expression :
M =Mrev +Mirr (5)
with Mirr and Mrev defined by (3) and (4). Using (5)
and (4) we can write :
M =Mirr + c(Man −Mirr) (6)
Then, with Be = µ0He and by differentiating this
equation with respect to B, we obtain the differential
equation of the model:
dM
dB
=
(1− c)dMirrdBe + cdMandBe
1 + µ0(1− c)(1− α)dMirrdBe + µ0c(1− α)dMandBe
(7)
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Fig. 4. Magnetoflex 35 hysteresis loop: measurements and
model
The five parameters c, a, k, α andMsat have been iden-
tified from only one B(H) loop using an optimization pro-
cedure. The obtained values for the Magnetoflex 35 mate-
rial are the following:
c= 0.25 (reversibility coefficient)
a= 40 A/m (shape factor)
k= 40 (linked to hysteresis losses)
α= 1×10−4 (linked to inter-domain coupling)
Msat = 1 200 000 A/m (saturation magnetization)
A comparison between the B(H) loops used for the
identification and the model is given in Figure 4.
3.1 Mathematical model
In the following, the model based on the numerical solu-
tion of Maxwell’s equation is described. This model takes
into account the hysteretic behavior of the ferromagnetic
material in the rotor ring and the coupling with external
circuit equations. First, we consider the domain D bound-
ing the machine. The surface S corresponds to the surface
of the stator. According to all the assumptions, the model
is based on magnetostatics equations:
divB = 0 (8a)
curl H =
3∑
j=1
Jj (8b)
with n.B = 0 on Sb (8c)
and n ∧H = 0 on Sh (8d)
with Sb and Sh two complementary parts of S, Jj the
current density flowing the winding j and n the outward
normal vector of S. To take into account the material be-
havior, the constitutive relationship H=f(B), is added.
To model ferromagnetic material, this relationship can be
one of the two models presented previously (equations (1)
and (7)). However, these models are scalar models whereas
vector models are needed. Then, to obtain this latter, we
assume that B and H are collinear. The magnitude of H
is calculated from the one of B and the direction of H is
the same as the one of B. All the previous equations are
solved using the 2D vector potential formulation. As the
problem is non-linear, with taking into account hysteresis
phenomenon, the fixed point method [10] has been chosen
to solve it.
The hysteretic constitutive relationship is then rewrit-
ten in the form:
H = f(B) = νFPB−MFP (B) (9)
The reluctivity νFP is a constant and must respect
some conditions to ensure convergence [11]. The studied
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hysteretic model assumes B andH collinear, consequently
the magnetization MFP has the same direction as νFPB.
Its magnitude is obtained by calculating MFP = f(B) −
νFPB.
From (8a), B is derived from a vector potential A such
as:
B = curl A (10a)
withn ∧A = 0 on Sb (10b)
Combining equations (8a) and (8b), the equation to be
solved is:
curl νcurl A =
3∑
j=1
Jj + curl MFP (11)
where ν is the reluctivity. In the hysteretic medium,
the behavior is described by (9), then the reluctivity is
equal to νFP . Elsewhere, ν corresponds to the actual re-
luctivity of the model and MFP is equal to zero.
According to the weighting residual method, a weak
formulation of (11) can be deduced:
∫
D ν(curl A).curl A
′dD =∫
D J.A
′dD + ∫D (curl MFP ).A′dD (12)
where A′ stands for a test function. Boundary condi-
tions will be fixed in a weak sens by vanishing the surface
integral in equation (12).
In the 2D discrete domain, the vector potential is de-
composed in the nodal element space. If λi(x, y) is the
shape function associated to the node i of the mesh, then:
A(x, y) =
N∑
i=1
Aiλi(x, y) (13)
withN the number of nodes and Ai the value of A(x, y)
at the node i. Applying the Galerkin method to the equa-
tion (12). A matrix system is obtained:
[S] [A] = [J ] + [MFP ] (14)
where the vector [A] represents the nodal values of
vector potential (Ai of (13)), [S] a square matrix called
stiffness matrix, [MFP ] and [J ] the vectors which take into
account the magnetization MFP and the current density
J. The non-linearities introduced by hysteretic mediums
are reported in the source term [MFP ] which depends on
B (i.e. A).
To take into account the electric circuit, the following
equation is added for each winding γ of the stator:
Uγ = Riγ +
dφγ
dt
(15)
with U the supply voltage, R the resistance of each
winding, iγ the current and φγ the flux linkage. To rep-
resent the current density, the vector of turns density Nγ
[12] is introduced for each phase:
Jγ = Nγiγ (16)
The magnitude of the vector of turns density is given
by the ration of the number of turns to the winding section
and its direction by the spatial orientation of the wind-
ing [12]. On can note that outside the winding γ we have
Nγ = 0. The flux linkage in the winding is obtained by
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integrating, in the conductor volume v, the projection of
the magnetic vector potential on the vector turns density:
φγ =
∫
v
Nγ .Adv (17)
Then, to take into account the coupling with the ex-
ternal circuit of a coil made up of stranded conductors
flowed by a current i, a matrix [D] is introduced [12] such
that:
[J ] = [D][i] (18)
where [i] is the vector of current. Then, combining (14)
and (18), the system to be solved becomes:
SFP −D
0 R
 ·
A
i
+
 0 0
Dt 0
 · d
dt
A
i
 =
0
u
+
MFP
0

This system can be time discretised using an Euler
implicit scheme.
4 Validation of the model: comparison with
measurements
In the following, we present the results obtained for a mesh
composed of 868 elements, which has been found to be suf-
ficiently accurate. An example of the flux pattern obtained
in the machine is given in Figure 5.
To validate the model, we propose to compare the mea-
surement with the calculated torque and electrical quan-
tities. The calculations were carried out when the motor
is supplied by the nominal voltage (3 phased sinusoidal
voltage of 19V RMS). First, we give the characteristic for
Fig. 5. Flux pattern in the machine
the torque versus the speed measured during a startup
of the machine from standstill to the synchronous speed
(Figure 6). One can note a variation of the experimen-
tal torque of about 20%. The model leads to a constant
torque equal to 0.72mN.m. In fact,in the simulation, no
dynamic effects are considered since eddy currents and fre-
quency dependency of the hysteresis loop are neglected.
Under these conditions, the rotor speed has no influence
since the shape of the hysteresis loop depends only on the
field magnitude, not on its time variation. We can see that
the mean value of the computed torque agrees rather well
with the experimental one, taking into account that this
quantity is generally difficult to calculate for a machine
with thin airgap (asynchronous machine, reluctance vari-
able machine,...).
The measured waveforms of the line current and volt-
age for synchronous speed are given in Figure 7. The wave-
forms of the calculated current is given in Figure 8. It does
not depend on the rotor speed either. For more conve-
nience, we give in Table 2 the magnitude of the fundamen-
tal and harmonics of currents for both measurements and
calculations. We have also added the values for the exper-
8 Please give a shorter version with: \authorrunning and \titlerunning prior to \maketitle
Fig. 6. Experimental evolution of the torque versus the speed
during a startup
Fig. 7. Measured current and voltage waveshapes at rated
speed
imental currents when the motor is supplied at standstill.
We can note a difference between both measured currents,
at standstill and at synchronous speed, due to dynamic ef-
fects which appear mainly at standstill in the rotor.
Results of Table 2 also show that calculation results are
quite close to the experimental results. These comparisons
show that the assumptions made in the model seem to be
justified for this motor. Then, the model can be used to
study the influence of parameters on the torque.
Fig. 8. Time evolution of the line current in one phase
Table 2. Current RMS values (in Ampere) obtained by mea-
surement and field calculation
Measurement Measurement Calculation
(synchronous speed) (at standstill)
IRMS 322.2×10−3 509.6×10−3 417.5×10−3
Ih1 322.0×10−3 478.0×10−3 416.9×10−3
Ih5 4.33×10−3 18.94×10−3 11.27×10−3
Ih7 1.96×10−3 7.73×10−3 7.18×10−3
In the following section, we present a comparison of
the hysteresis motor features when supplying either by
imposing a sinusoidal current or by imposing a sinusoidal
voltage.
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Fig. 9. Time evolution of the torque when imposing a sinu-
soidal current Iline = 0.44A
5 Study of the motor by field calculation
5.1 Study of the calculated torque
In Figures 9 and 10, we give the results obtained for the
torque by field calculation by imposing respectively the
RMS values for the currents Iline = 0.44A and the voltages
V = 19V which correspond to the nominal values. Both
supplies lead to close average torque values at steady state
(Table 3). In both cases, the semi-hard material is initially
supposed to be demagnetized (M = 0 for H = 0).
When supplying by sinusoidal current (Fig. 9), in the
first part of the curve we can see the magnetization pro-
cess and in the second part the steady state when the
magnitude of the torque ripple is about 50% of the av-
erage torque. In Figure 10, when the motor is supplied
by sinusoidal voltages, we observe a longer transient. But,
in this case, the torque ripple magnitude is weaker and
represents about 25% of the average torque.
Fig. 10. Time evolution of the torque when imposing a sinu-
soidal voltage V = 19V
Table 3. Torque values obtained by field calculation
Calculation (imposed current) 0.65 mN.m
Calculation (imposed voltage) 0.72 mN.m
We have also computed the evolution of the average
torque versus the current and the voltage magnitudes (Fig-
ures 11 and 12) at steady state. We observe a quadratic
evolution of the torque versus the applied current, i.e. the
applied magnetic field. Nevertheless, if the current is too
high, due to the magnetic saturation, the torque rate evo-
lution versus the current becomes slower. This case cannot
appear in practice as it leads to an overheating of the ma-
chine due to an excess of Joule losses.
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Fig. 11. Evolution of the torque versus the supply current
Fig. 12. Evolution of the torque versus the supply voltage
The evolution of the torque versus the applied voltage
is given in Figure 12. We notice a similar evolution.
5.2 Current waveforms when applying the voltages
The phases are coupled in delta, so the line currents are a
combination of phase currents. When the supply voltage
is sinusoidal, the line currents and the phase currents are
not sinusoidal as seen above in section 4. The harmonic
distorsion of line currents remains small compared to the
one of the current flowing the windings (Figure 13) which
Fig. 13. Currents in the windings when imposing the voltage
Fig. 14. Circulation current in the delta coupled winding for
one fundamental period
third harmonic has a magnitude of 115 mA. Due to the
saturation and hysteresis effects, an important circulation
current appears, as shown in Figure 14. This circulation
current lead to a reduction of the torque ripple. Indeed, we
have noticed that the ripple magnitude are greater when
the current is imposed with a perfect sinusoidal waveform.
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6 Conclusion
We have shown in this paper that modelling of the pre-
sented hysteresis motor can be achieved in finite element
analysis with a quite good accuracy when considering only
a static scalar hysteresis model. The presented model has
been validated by comparison with measurements in terms
of torque and electrical quantities. The model has been
also used to predict the hysteresis motor behavior when it
is supplied with a sinusoidal current or voltage of variable
magnitudes. A quadratic evolution of the torque has been
found. This model is sufficiently accurate and fast to be
used in the design of a hysteresis motor.
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